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5 Spoo! Pins 
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ELECTRICAL CONNECTION 


SEWING LIGHT 


Connect the foot contro! to the machine by 
inserting the 3-hole plug into the socket located 
(on the side of the sewing machine head 
Connect the mains lead plug to an electric 
outlet 

Stert the machine by pressing the foot control 
Tho speed of the machine is regulated by the 
amount of pressure exerted on the toot control, 


When the machine is not in use or 
when cleaning the machine, re- 


move the mains lead plug from 
the electrical outlet. 


The sewing light is inside the front cover. 
By pushing on the button on the lamp housing, you 
‘can switch on or off the sewing light, 


‘The input of the bulb is 15 W maximum, 


SAUTION: Before changing the bulb, remove 


the electric cord from the outlet 
socket. 


ACCESSORIES 


Felt Washers 
Scrowdrivers 


Ordinary sewing foot Zipper foot Rolled Hem Foot Buttonhole foot 


ee 


Satin stitch foot Blind Hem Foot 
Strech stitch foot 


Buttonhole knite 


Button Sewing Foot 


Quilting Guide 


va =) 
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Darning foot (extra accessory) Oiler 
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This foot is in place on the machine 


EXTENSION PLATE 


The Extension Plate 
Accommodates 
Accessory Box 


FOR ORDINARY SEWING, attach the extension plate by 
sliding it onto the free arm of the machine. 
FOR FREE-ARM SEWING, remove the extension plate from 


the machine. 
The free arm is very convenient for sewing sleeves, trousers 


and other areas that are difficult to sew on an ordinary flat 


bed machine. 


STITCH SELECTION DIAL 


Do not turn the stitch selection dial when the needle is lowered into the 


fabric. 
fabric before changing the setting. 


Turn the flywheel towards you until the needle is clear of the 


Qo 
! 


i] Buttonhole 


Buttonhole 


Buttonhole 


Blind Stitch, 


=3 mm 


=lmm 


2mm fh (maximum width for twin needle) 


4mm 


Set the number on the Selection 
Dial according to the stitch you 
you have chosen from those 
indicated on the panel 


Three Stitch ZZ 


Stretch Overlock 


Elastic Triple Seam 


STITCH LENGTH DIAL 


This dial is used to set the length of the 
stitches. 

For the shortest stitch, turn the dial to 
1/2-1 

For the longest stitch, turn the dial to 4. 


0 Does not feed the fabric 


For sewing buttonholes 
or satin stitches 
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REVERSE STITCH LEVER 


= 


a 
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This lever is used to change the direction 
of the sewing. 

To sew in reverse, for fastening off the 
ends of seams, for example, press the 
reverse lever down, as far as it will go, and 
hold it in this position. The machine will 
feed the fabric in reverse as long as the 
lever is held down. 
As soon as the 


lever is released the 


machine will sew forwards again. 


See 


The Drop-Feed Lever controls the up/ 
down position of the Feed Dog. 

FOR ORDINARY SEWING shift the 
Lever to its upward position FOR DARN- 
ING or whenever the fabric is to be 
moved by hand push the lever down. 
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THE PRESSER FOOT PRESSURE CONTROL 


The Pressure on the Presser Foot is controlled by the Lever 
inside the Lamp Housing Cover. 

For light pressure the Lever should be raised to between 
0-1, gradually increasing for medium to heavy weights to 
between 2-3 

Insufficient pressure on the Presser Foot may cause poor 
fabric feedings, skipped stitches, or difficulty in guiding the 
fabric. it is best to experiment with some spare fabric of the 
same type you are planning to sew. 

On page 9 you will find some general guidance for 
different settings. 
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INSERTING THE NEEDLE 


Select a needle of the right type and size for the 
fabric to be sewn. See Page 9 SELECTING NEEDLES. 
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. Turn the flywheel towards you 


until the needle bar is at its 
highest point. 


. Loosen the needle clamp screw. 
. Remove the needle, 


. Hold the needle with its flat part 


against the index finger, facing 
the back of machine. 


. Push the needle into the needle 


clamp, as far as it will go. 


. Tighten the needle clamp screw. 


CHANGING THE PRESSER FOOT 


The presser foot must be changed according to the 


stitch you sew, or work you do. 


t 
t 
‘Eas! 
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. Turn the flywheel towards you 


until the needle bar is at jits 
highest point. 


. Raise the presser foot lever. 
. Remove the presser foot by 


Pulling the presser foot release 
lever towards you. 


Put the foot required in place 
below the presser foot holder so 
that the pin on the foot is direct- 
ly under the space between the 
Presser foot holder bracket and 
spring. 

Lower the presser foot lever and 
‘the presser foot will snap into 
Place, 
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WINDING THE BOB 


flywheel 


coupling knob 


1. Turn the coupling knob 2. Thread the machine in the order 
towards you with the 1,2,3,4 as shown. 
right hand (while hold- 3. Insert the thread through any hole 
ing the flywheel with on the upper side of the bobbin 
the left hand) to dis- from the inside to the outside. 
engage the sewing me Leave 2 to 3” of thread projecting 
chanism for the bobbin from the bobbin. 
winding operation. 4. Place the bobbin on the bobbin 


winder spindle and push the spindle 
towards the bobbin winder stop, to 
engage the bobbin winding me- 
chanism. 

5. Hold the end of the thread and 
press on the foot control to start 
the machine. 

6. When the spindle starts to turn, the 
end of the thread will break. 

7. The bobbin winder will stop by 
itself when the bobbin is full. Push 
the bobbin and the spindle to the 
left. Remove the bobbin from the 
spindle and cut the thread. 

. Hold the flywheel and tighten the 
coupling knob by turning it away 


from you. 
Goop 


If the bobbin winds unevenly, loosen 
the screw which holds the bobbin 


NoT { tension disc and move the disc uP oF 
Go00D Bo oy down, as required, to align it with the 
Screw 


bobbin winder. 
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INSERTING THE BOBBIN INTO 


THE BOBBIN CASE 


When replacing the bobbin case, the needle bar must 
be in its highest position. 


“ Removing the bobbin case 


Inserting the bobbin into \s * Inserting the bobbin case 
the case into the hook body, 


han 


Insert the bobbin into the 
case with the slot at the top, 
and with the thread on top Open the bobbin case latch, 
leading from left to right. grasping it in your left hand, 


with the bobbin case finger 
oo pointing upwards. Slip the 
bobbin and case onto the 
[7 stud of the hook body, 
release the bobbin case latch 
be, and press on securely. 


Draw the thread through the 
slot under the tension spring 
and into the fork-shaped 
opening of the spring. 


If the bobbin case is not 


The bobbin turns clockwise 
in case when the thread is 
pulled. 


positioned properly it could 
cause jamming. 


THREADING THE MACHINE 


Before threading the machine, raise the presser foot 
e 


lever and turn the flywheel towards you to raise the 


thread take-up lever to its highest point. 


Open the front cover and thread the machine in the 
order 1 to 9. 


1. Place a spool of thread on the spool pin. 
2, Pass the thread through the top cover thread guide. 


3. Pull the thread to the front, along the slotted thread- 
ing path (on the right side of the metal plate). 

4. Following the slotted threading path, pull the thread 
down to the thread check spring and lead it across | 
from right to left. og 

5, Pull the thread upwards (on the left side of the metal | 
Plate) and slip the thread into the slotted hole of the 
thread take-up lever, from right to left. 

§.7,8. Draw the thread down through the lower thread 
guide, the needle bar thread guide and Pass thread 
through the eye of the needle from the front to the 
back. AO) 
Pull at least 4” of the thread through the needle. 
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DRAWING UP THE LOWER THREAD 


1, Raise the presser foot lever Hold 
the upper thread loosely in the 
left hand and turn the flywheel 
towards you one complete turn, 
with right hand. Draw the end of 
the lower thread up through the 
hole in the needle plate by pull. 
ing the upper thread. Pull the 
end of the lower thread out of 
the needle plate. 


STARTING TO SEW 


2. Lead about 1/2” of both threads 
under presser foot, towards the 
rear of the machine. 


1. Place a double thickness of 
fabric under the presser foot, 
lower the needle into the fabric 
by turning the flywheel towards 
you, and lower the foot. 
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2. Always hold back both threads 
when starting to sew for the first 
few stitches, in order to avoid 
jamming the machine. Guide 
the fabric but do not pull, or 
brake it. 


REMOVING THE WORK 
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. Turn the flywheel towards you 


until the thread take-up lever is 
at its highest point. 


. Raise the presser foot and draw 


the fabric out to the back and to 
the left 


. Cut the thread by passing them 


over the thread cutter and 


Pulling down on thread, 


TURNING CORNERS 


1, Stop the machine with the 
needle in the fabric. 

2. Raise the presser foot. 

3. Using the needle as a pivot, turn 
the fabric. 

4. Lower the presser foot and 
continue sewing. 


FASTENING OFF THE ENDS OF SEAMS 


he 


To reinforce the starting end of a 
seam, lower the needle into the 
fabric about 1cm from the starting 
point and lower the presser foot. 
Press the reverse stitch lever and 
hold it down while backstitching to 
the edge of the fabric. 

Release the lever and sew the seam, 


When you reach the end, again hold 


down the reverse stitch lever and 
backstitch for about 1/2’” 
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ADJUSTING THE THREAD TENSIONS 


The thread tension must be properly balanced. 
If adjustment is required, it can be made 
normally by changing the upper thread tension. 


per thread tension 
Upper thread tension too u aise 
tori threes iba 
(or lower thread tension odie 
100 loose) 


UPPER THREAD UPPER THREAD 
BEEK 
LOWER THREAD 


Lower the Lower the 
presser foot presser foot 
and turn the ang turn the 
tension dial tension dial 
to a lower toa higher 
number number[ 


If it is impossible to balance the stitch 
by adjusting the upper thread ‘tension, 
itymay be necessary to make a slight 
adjustment to the lower tension. 


This is a very delicate adjustment and 
may require no more than 
tum of the screw. ae 
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ZIGZAG STITCHES 


The Straight Stitch is the most Zigzag Stitches of various widths 
and lenghts are sewn by setting the 
sew. Stitch Selector Dial between “2” 
Set the Dial at “a” and a Stitch and “6" and the changing of the 
Lenght to suit the fabric. Stitch Lenatht. 


frequently used and the simplest to 


1—4 1-4 


Ordinary sewing Ordinary sewing 
foot foot 


When sewing with very fine fabrics, place a thin sheet 
of paper under the material while stitching. 
After Sewing the paper can be easily removed. 
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ELASTIC TRIPLE SEAM THREE-STITCH ZIGZAG 


We recommend that you use a stretch 
needle when sewing stretch fabrics. 


This stitch is strong, flexible and The three-stitch zigzag is used for 
will give with the fabric without breaking. overcasting knitted fabrics and 
mending tears. When mending a 
three-cornered tear, sew from each 
end to the centre. For large tears 
Place a piece of fabric under the 


tear as a reinforcement. 


S.S foot 


< BLIND HEM STITCHING 
< 


The blind stitch consists of two small zigzag stitches and 
one large zigzag stitch. It produces a durable hem which 
is almost invisible on the right side of the article sewn. 


Wrong side : 
of fabric 


1. Fold over the hem against the 
right side of the garment accord- 


« 1-3 ing to the drawing with the top 

7 edge of the hem extending about 

Blind stitch foot 1/4" to the right of the garment. 
8 


2. Put the fabric in place so that the small zigzag stitches 
are on the protruding hem edge and the large zigzag 
stitches just catch one thread of the folded edge. 
Turn the screw so that the plastic guide barely 
touches the folded edge of fabric. Lower the presser 
foot and sew the hem, guiding the fabric evenly along 
the plastic guide. 


3. When hemming is completed, unfold the fabric. 
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SEWING BUTTONHOLES 


First make a trial buttonhole in the same fabric as the 
garment and adjust the stitch length dial 


Set the stitch selector dial according to the chart below. 


Starting to Sew Bartack Stitehing 


1, Mark the position and length of the buttonhole on 
the fabric. Position the fabric so that the needle is 
on the mark at the end furthest from you, Pull the 
buttonhole foot towards you as far as it will go. 

Buttonhole foot Lower the foot. Sew at a moderate speed until 

you reach the end mark. 

. Sew 5 or 6 bartack stitches. 

. Sew the right row to the end mark furthest from 

you. 

4. Sew 5 or 6 bartack stitches. 


on 


; Draw the upper thread 
through to the wrong side 
and knot upper and lower 
threads. 

Cut the center of the 
buttonhole with the seam 
ripper, being careful not to 
cut the stitching on either 
sas side. 
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STITCH SELECTOR 
DIAL 


ko 


ic 
Siew 


SEWING 


Corded Buttonhole 


Sy 2 


Fold the cord, have the loop 
hooked at the stud at the rear of 
the sole, lay both ends of the cord 
flat beneath the foot pulling them 
through the slots in the front of t 
sole 

Sew the buttonhole over the cord 
in accordance with the instructions 
given. 


When the sewing is completed, 
remove the cord from the foot and 
remove the fabric. 

Pull the loop of cord into the 
buttonhole, 

Trim the end of cord. Cut open the 
buttonhole. 


SEWING ON BUTTONS 


1, Set the stitch selector dial at 1 


Left Hole 
of 
Button 


2. Put the button in place so that the needle passes 
through the left-hand hole in the button at the left 


Button Sewing Foot 3. Adjust the stitch selector dial so that the needle 
passes through the righthand hole of the button. 
4. Run the machine and make 5 or 6 stitches. 
5. To fasten off the stitching, pull the upper and lower 
threads through to the underside of the fabric and tie 
a knot. 


@Ge 
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OVERCASTING 


Seam edges which tend to ravel can be given a durable 
finish with machine overeasting, 


1-3 


Ordinary sewing 
foot 


Press the seam open and stitch each side separately near 
the edge of the seam allowance. 
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Attach the left side of the presser 
foot pin to the presser foot holder 
when sewing on the right side of 


\ the zipper, and right side of the 
! presser foot pin to the holder when 
| sewing the left side of the zipper. 
» 

3 

LS 

1-3 
Zipper foot 


First attach the left side of the 
Presser foot pin to the presser foot 
holder and press the side of the 
foot against the zipper to sew the 
right side of the zipper. Next, 
attach the right side of the presser 
foot pin onto the holder and sew 
the left side of the zipper. 
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Remove the presser foot support and attach the darning 
foot so that the arm is above the back of the needle 


. Reinforce open areas by putting 
a piece of paper or gauze under- 
neath before darning. 

5 2. Run the machine, moving the 

Darning foot fabric forwards and backwards 

with an even motion, sewing in 
closely spaced rows over the 
hole or worn area. 

3. If necessary, turn the fabric and 
sew another layer of stitches 
across the first layer of stitches 
in a similar manner, to reinforce 
the dam. 


For darning, attach the ordinary sewing foot or the 
darning foot (extra accessory) and, proceed in the same 
Way as mentioned above. 
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FREE-HAND EMBROIDERY- 


MONOGRAMMING 


WS 


Darning foot 


Place the design to be embroidered between the two 
sections of the embroidery hoop. Put the embroidery 
hoop in place under the needle and lower the presser 
bar. Start running the machine at a medium speed, 
guiding the hoop carefully so that the needle follows the 
Pattern. 


For free-hand embroidery, 
remove, the presser foot and 
Proceed in the same way as 
mentioned above. The darn- 
ing foot is an extra accessory. 


28 


CLEANING 


Please observe recommendation ‘Safety’ on 
Page 3. 


If lint and bits of thread accumulate in the 
hook, this will interfere with the smooth 
operation of the machine. 

Check regularly and clean the stitching 
mechanism when necessary. 


Remove the two screws which 
hold the needle plate. 


LATCH RETAINERS. 


Place a drop of oil 
| HOOK COVER in the hook race. 


1, Set the needle at its highest position. 

2 Remove the bobbin case. Open the latch 
tetainers by swinging them outwards and 

| downwards. Remove the hook cover and 

| hook, 

3. Clean with a soft brush. 
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Please observe recommendation below. 


To remove the arm cover, remove the two 
screws as shown on the sketch, 


Place one drop of oil on each oiling point 


indicated by arrows. 
Remove excess oil from parts that could 
possibly come in contact with the fabric 


and stain it. 


Safety 
In accordance with the recommendations of special- 


ized safety standards and electrical contro! authori- 
ties, the sewing machine must be disconnected from 
the main supply by removing the plug from the outlet 
socket, whenever the machine is left unattended, 
when it is being serviced or whenever mechanical 


parts or accessories are replaced. 
All ri 
orto 
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HELPFUL HINTS 


PROBLEM 


CAUSE 


-— 


UPPER THREAD BREAKS 


ted 


neorrectly 
Tension on upper thread too tight 
Needle oye has sharp edges 
Machine not properly threaded 


CORRECTION 


Ro insert needle 
Loosen upper thread tension 
Insert new needle 

Re-throad machine 


LOWER THREAD BREAKS 


Bobbin caso threaded incorrectly 
Lower thread tension too tight 
Bobbin wound unevenly or too fu! 


Re-thread bobbin case 
Loosen lower thread tension 
Rewind the bobbin 


MACHINE SKIPS STITCHES 


(ON STRETCH FABRICS) 


Bent or blunt needte 
Need 


serted incorrectly 


Insert new needle 


(Uso stretch needle) 


NEEDLE BREAKS 


Fabric pulled white sewing 
neorrect size needle or thread 
for fabric being sewn 
Needle is inserted incorrectly 


Do not pull fabric 

Choose correct size of needle 
& thread 

Re-insert needle 


MACHINE DOES NOT FEED 
PROPERLY 


Drop-feed knob incorrectly adjusted 
Stitch length knob set too close to “0” 
Sewing foot not suitable for kind of work 


Set drop-feed knob at * 


Turn stitch length knob to a higher position 


Use proper foot 


FABRIC PUCKERS 


Upper thread tension too tight 
Lower thread tension too tight 
Fabric too sheer or too soft 


Loosen upper thread tension 
Loosen lower thread tension 
Use underlay of tissue paper 


MACHINE MAKES LOOSE 
STITCHES OR LOOPS 


Tensi 
Mac! 


not adjusted properly 
@ NOt properly threaded 


Check thread tensions 
Check threading 


MACHINE RUNS WITH DIFFICULTY 


Machine needs oiling 

Dirt or tint in hook 

Dirt or lint between teeth 
of fabric feed dogs 


Dismantle and clean hook 
Remove needle plate and clean fabric 
foed dogs 


MACHINE WILL NOT SEW 


Cord not plugged into electri 


outlet 


Cheek plug 


1g Machine and accessories 


9F 10 change any of the specifications described in this booklet. 


All rights reserved to make alterations to the Se 


